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LINE 4 (36/48") PIPELINE

PREVIOUSLY PROPOSED LSR LINE (20")

PROPOSED ALBERTA CLIPPER LINE (36")

25'

Alberta Clipper Project
Right-of-Way Configuration

West of Enbridge Clearbrook Terminal
(Typical)

LINE 3 (34") PIPELINE

LINE 2 (26") PIPELINE

LINE 13 (18") PIPELINE
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LINE 1  (20") PIPELINE

EXISTING ROW BOUNDARY DEFINED BY LOCATION OF NORTHERN MOST PIPELINE: 25 FEET TO THE NORTH AND 100 FEET TO THE SOUTH.

BECAUSE PIPELINE SPACING VARIES DUE TO CONSTRUCTION REQUIREMENTS AT THE TIME OF INSTALLATION, THE DISTANCE BETWEEN THE SOUTHERN MOST LINE
(LINE 1 (20'’)) AND SOUTHERN EXISTING ROW BOUNDARY VARIES BETWEEN 0 AND 35 FEET.

NEW ADDITIONAL ROW REQUIREMENTS WILL VARY ALONG THE PROPOSED ROUTE FROM THE MINNESOTA/NORTH DAKOTA BORDER TO CLEARBROOK, 
MINNESOTA.  THESE ROW REQUIREMENTS WILL DEPEND ON THE LOCATION OF ENBRIDGE’S SOUTHERN MOST EXISTING LINE AND THE EXISTING ROW BOUNDARY.  
ENBRIDGE WILL NEED UP TO 50 FEET OF ADDITIONAL PERMANENT ROW FOR THE LSR PROJECT, AND WILL NEED ANOTHER 25 FEET OF ADDITIONAL PERMANENT
ROW FOR THE ALBERTA CLIPPER PROJECT.  THIS ADDITIONAL 25 FEET OF THE PERMANENT ROW FOR THE ALBERTA CLIPPER PROJECT IS NECESSARY TO ALLOW
FOR APPROXIMATELY 25-FOOT SPACING BETWEEN THE PROPOSED LSR AND ALBERTA CLIPPER PROJECTS, WHILE ALSO ALLOWING FOR A BUFFER TO THE
SOUTHERNMOST PERMANENT ROW BOUNDARY. 

TEMPORARY WORKSPACE ADJACENT TO NEW ADDITIONAL ROW WILL BE REQUIRED TO INSTALL THE PIPELINE(S).  TYPICALLY 65' IN WIDTH AND THE LENGTH OF
THE ROW WILL BE RENTED FROM LANDOWNERS.  ADDITIONAL TEMPORARY WORKSPACE AT CIVIL AND ENVIRONMENTAL CROSSINGS OF UP TO 75' IN WIDTH AND UP
TO 300' IN LENGTH ON EACH SIDE OF THE CROSSING WILL BE RENTED.

10
0

'

25' ADDITIONAL ROW FOR ALBERTA CLIPPER

50' ADDITIONAL ROW FOR LSR
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