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Route 1 & 1A
Audible Noise Level

Typical 230kV Single Pole
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Route 2
Audible Noise Level
Typical 230kV H-Frame
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Route 2
Audible Noise Level

Typical 230kV Single Pole
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Route 2
Audible Noise Level

Typical 230kV H-Frame on Shared Right-of-Way with existing 115kV H-Frame
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Route 2
Audible Noise Level

Typical 230kV Single Pole on Shared Right-of-Way with existing 115kV H-Frame
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Route 2
Audible Noise Level

Typical 230/115 kV Single Pole Double Circuit
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Route 2
Audible Noise Level

Parallel 230kV H-Frames on Shared Right-of-Way with existing 115kV H-Frame
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Route 2
Audible Noise Level

Parallel 230kV H-Frame and 230/115kV Single Pole Double Circuit on Shared Right-of-Way
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Route 2A
Audible Noise Level
Typical 230kV H-Frame
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Route 2A
Audible Noise Level

Typical 230kV Single Pole
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Route 3
Audible Noise Level

Typical 230kV H-Frame on Shared Right-of-Way with existing 115kV H-Frame
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Route 3
Audible Noise Level

Typical 230kV Single Pole on Shared Right-of-Way with 115kV H-Frame
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Route 3
Audible Noise Level

Typical 230/115 kV Single Pole Double Circuit
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Route 3A
Audible Noise Level
Typical 230kV H-Frame
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Route 3A
Audible Noise Level

Typical 230kV Single Pole
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Route 3A
Audible Noise Level

Typical 230kV H-Frame on Shared Right-of-Way with existing 115kV H-Frame
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Route 3A
Audible Noise Level

Typical 230kV Single Pole on Shared Right-of-Way with 115kV H-Frame
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Route 3A
Audible Noise Level

Typical 230/115 kV Single Pole Double Circuit
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Route 3A
Audible Noise Level

Typical 230kV H-Frame on Shared Right-of-Way with existing 230kV and 115kV H-Frames
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Route 3A
Audible Noise Level

Parallel 230kV H-Frames on Shared Right-of-Way with existing 115kV H-Frame
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Route 3A
Audible Noise Level

Parallel 230/115 kV Single Pole Double Circuit and 230kV H-Frame on Shared Right-of-Way
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Route 4
Audible Noise Level

Typical 230kV H-Frame on Shared Right-of-Way with existing 115kV H-Frame
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Route 4
Audible Noise Level

Typical 230kV Single Pole on Shared Right-of-Way with existing 115kV H-Frame
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Route 4
Audible Noise Level

Typical 230/115 kV Single Pole Double Circuit
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Route 4
Audible Noise Level

Parallel 230kV H-Frames on Shared Right-of-Way with existing 115kV H-Frame

0

5

10

15

20

25

30

35

40

45

50

-400 -300 -200 -100 0 100 200 300 400

Distance from ROW Center (ft)

A
u

d
ib

le
 N

o
is

e 
(d

B
(A

))

 Fair Weather

 L5 Rain

 L50 Rain

Center 230 kV line 954 ACSR Conductor
Left 115 kV line 636 ACSR Conductor
Right 230 kV line 1590 ACSR Conductor



Route 4
Audible Noise Level

Parallel 230kV H-Frame and 230/115 kV Single Pole Double Circuit on Shared Right-of-Way 

0

5

10

15

20

25

30

35

40

45

50

-300 -200 -100 0 100 200 300

Distance from ROW Center (ft)

A
u

d
ib

le
 N

o
is

e 
(d

B
(A

))

 Fair Weather

 L5 Rain

 L50 Rain

SPDC 230 kV line 954 ACSR Conductor
SPDC 115 kV line 636 ACSR Conductor
H-Frame 230 kV line 1590 ACSR Conductor



Route 4A
Audible Noise Level
Typical 230kV H-Frame
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Route 4A
Audible Noise Level

Typical 230kV Single Pole
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