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THIS WALL ASSEMBLY IS DESIGNED AROUND AN ENGINEERING EVALUATION #10123 (CURRENT 
REVISION) PERFORMED BY PRIEST & ASSOCIATES CONSULTING, LLC BASED ON NFPA 285 TESTS 
FOR HUNTER PANELS, PROVIDER OF POLYISOCANURATE CONTINUOUS INSULATION.

INTERIOR

INTERIOR

EXTERIOR

4" NOMINAL FACE BRICK
• SEE EXTERIOR ELEVATION FOR BRICK TYPE & COURSING

1 1/2" AIR SPACE (NOMINAL)

2 1/2" CAVITY WALL INSULATION (FOIL-FACED)

WEATHER BARRIER SYSTEM (VAPOR-IMPERMEABLE)

CMU - SEE STRUCTURAL
• SEE SCHEDULE FOR DEPTH
• FINISH AS SCHEDULED

MASONRY VENEER ANCHOR AS OCCURS

EXTERIOR

NFPA 285:

EXPECTED R-VALUE, INSULATION: R-17 CONTINUOUS
EXPECTED R-VALUE, ASSEMBLY: (VARIES WITH BACKUP DEPTH)

ENERGY CODE:
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I hereby certify that this plan, specification or report was prepared by 
me or under my direct supervision and that I am a duly Licensed
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FORD BUILDING
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Checker
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Issue Date
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ARCHITECT

MATERIALS KEY

KEY MATERIAL

04.01 BRICK 1

04.05 BRICK SOLDIER COURSE

07.07 ANODIZED ALUMINUM PANEL

07.38 PREFINISHED ALUMINUM COPING

08.08 ANODIZED ALUMINUM FRAME

08.58 EXTERIOR GLAZING

Revisions

Description Date Num

0
1/8" = 1'-0"

WEST ELEVATION
B7

6' 12'0
1/8" = 1'-0"

NORTH ELEVATION
B4

6' 12' 0
1/8" = 1'-0"

EAST ELEVATION
B5

6' 12'

0
3/8" = 1'-0"

TYP. WALL SECTION
F7

2' 4'0
3/8" = 1'-0"

WALL SECTION AT STOREFRONT
F5

2' 4'0
3/8" = 1'-0"

WALL SECTION AT ELEVATOR PIT
F3

2' 4'0
1 1/2" = 1'-0"

ASSEMBLY E-BMxx - BRICK VENEER ON CMU BACK-UP
F1

1/2' 1'

TYPE BACKUP SIZE NOTES

E-BM08 8"

0
1/8" = 1'-0"

SOUTH ELEVATION
B2

6' 12'


